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VVIIAALLEE  GGRREEAASSEE  334466 is a multifunctional grease 
formulated on a semi synthetic base and additional 
lithium soaps,  developed in order to meet all 
requirements regarding the lubrication of mechanical 
coupling used in critical environmental working 
conditions. 
 
It is particularly recommended to oil/lubrication 
pinion-gears, ball bearing for any working conditions. 
 
It offers a very good resistance to high temperatures, 
a high mechanical stability to vibrations, excellent 
water resistance and anti-corrosive power. Its 
polymer adhesives can guarantee an excellent 
adhesives power to metal surfaces. 
 
VVIIAALLEE  GGRREEAASSEE  334466 can be applied to  friction 
point by using traditional systems such as brush 
and/or spatula, or by automatic dosing systems. 
 

VVIIAALLEE  GGRREEAASSEE  BBIIOO is a special 
grease of synthetic nature developed 
specifically to lubrication moving 
mechanical coupling which operate in 
probable risky conditions of environmental 
contaminations.  
 
It’s a lubrication grease with high purity 
elements which make it fit for applications 
where exceeding the CEC L 33T 8 norm is 
requested. 
 
This grease contrary a all biodegradable 
products, it doesn’t risk to form resin 
compound and it can be used at low and 
high temperature allowing a high 
lubrication power and a good gluing 
capacity even if exposed to critical 
environmental conditions: humidity, 
frequent thermal change,  
 

 


